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Touch POS TerminalA5-2-R

Audrey II

●  FHD and PCAP Anti-glare Glass
●  Front panel IP65, whole unit IP54 certified
●  HDMI 1920 x 1080 @ 60Hz Support
●  Type-C USB
●  Android 13

FEATURES
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Specifications

Audrey II

*Specification is subject to change without prior notice

15.6"
16:9
1920 x 1080
250 nits
PCAP Touch
RK3399
DDR4 4GB
64G
1 x LAN(IEEE 802.3 10/100/1000 Mbps)
1 x RJ11 port support for 2 cash drawers with 24V / 12V jumper setting
1 x DC +12V out
4 x USB 3.0(OTGx1) + 2 x USB 2.0
1 x DC +12V input 
1 x audio (1 x line-out)
1 x HDMI
1 x Type-C (data transfer only)
1 x speaker (3W )
MSR, EMV reader, fingerprint reader, RFID/ NFC, USB 2nd display, HDMI 2nd display, 
2D barcode scanner, camera, IO extension box (EX-100, EX-101, EX-300), cash drawer, 
PS-103 Cosmo printer stand (space-saving stand, compatible with RP-700 or Epson TM-T70 II) 
Wi-Fi 5
IEEE 802.11b/g/n, BT 5.0 (on board)
2 independent displays (Main Display + HDMI) 
Front panel IP65, whole unit IP54 certifed
Android 13
AC-In 100~240V / DC-Out 12V, 65W
System operating temperature: 0~40°C / 32~104°F
System humidity: 15% ~ 80% 
Storage temperature: -20~60°C  / -4~140°F
364 x 288 x 201 mm / 14.33 x 11.34 x 7.91 in
5.4 kg / 11.9 Ib
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