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•  15.6-inch screen 

•  PCAP (Projected Capacitive) – 10-touch

•  Bezel-free

•  1920 x 1080 pixels resolution

•  3-year warranty

SPECIAL FEATURES

The PM-156 touch screen monitor combines sleek, elegant design with easy-to-use touch screen technology, 

making it an ideal POS monitor or customer-facing display in combination with e.g. the Audrey or Ethan touch 

screen POS terminals. 

The full HD 15.6-inch display provides best-in-class performance and is easy to integrate with any modern-looking 

POS station. It is especially popular in theaters, casinos and other POS applications that require a larger 

customer-facing display for customer interaction.

The monitor comes with a stand, but can also be attached to pole or wall, using a standard VESA mount. 

Applications

   •  Point of sale              •  Customer facing display

15.6” TOUCH SCREEN MONITOR

PM-156
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Audrey A5 used with the 
PM-156 as customer display

Screen tilting 
and swivel 

Cable management 

Countertop
mounting plate

Adjustable pole height

Base

*Specification is subject to change without prior notice

15.6” TFT panel

0.17925(H) x 0.17925(V) mm/ 0.007057(H) x 0.007057(V) inch

1920 x 1080

500 : 1

220 nits

60˚~ 60˚ (Typ.) 
90˚~ 90˚ (Typ.) 

12V, 1.5A

N/A

0˚C ~ 40˚C/ 32˚F ~ 104˚F

15% ~ 80%

-20˚C ~ 60˚C/ -4˚F ~ 140˚F

15% ~ 80%

FCC, CE

374 (L) x 237 (W) x 35 (D) mm/ 14.72 (L) x 9.33 (W) x 1.37 (D) inch

HDMI cable 1.5m/ 59.05 inch, Adaptor, AC Power cable, 

USB cable for Touch 1.8m/ 70.86 inch  

pole mount

L/R 

U/D

Temperature

Humidity 
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Item

LCD Display

Pixel Pitch 

Resolution (max.) 

Contrast Ratio 

Brightness (typ.)

Viewing

Angle

Power adaptor 

Speaker

Operating

Conditions

Storage
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