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Celeron J1900 CPU
2.5” SATA SSD (64G default)
2 x SO-DIMM DDR3L (Up to 8GB)
Compact, slim and lightweight
Aluminum housing
Fanless
Spill and grease-resistant design
Tabletop & Wall mount capable

SPECIAL FEATURES

The PT-1550 POS PC gives you a reliable, cost-effective option for point of sale (POS) and light digital signage. 

It’s a smart choice when you are looking for an innovative, yet practical, solution, to support your operations. 

It is an excellent choice for kiosk solutions that can augment your capabilities with self-service options and 

that can provide your customers with easy, convenient ways to access information, place orders, or complete 

payment transactions without assistance.

THE SPACE & ENERGY SAVER

PT-1550 POS PC
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TECHNICAL DATA
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*Specification is subject to change without prior notice

Celeron J1900 CPU

2 x SO-DIMM DDR3L (Up to 8GB)

10/100/1000 BASE-T Gigabit Ethernet 

2.5” SATA SSD (64G default)

Back Side :

6 x USB (5 x USB2.0, 1 x USB3.0)

4 x COM DB9

1 x VGA

1 x RJ11 Cash Drawer Port

1 x RJ45 Ethernet

1 x 12V DC Power Jack

Front Side :

1 x USB2.0

1 x power LED, 1 x SSD LED, 1 x LAN LED (Green)

mini-PCI e x 1

Windows 7, POSReady7, Windows 10, Linux (ubuntu)

AC100~240V/DC12V, 65 watt power adaptor

Physical : 7.44in (W) x 9.13in (D) x 2.32in (H) 

32°F ~ 104°F

-4°F ~ 140°F

15%~80%

CE, FCC, BSMI 
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